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NERAL FEATURES
· TORK series S8510 (N.C ) and S8511 (N.0 ) pinch solenoid valves are 2/2 way normally

closed and normally open
· The tubing is the only material in contact with the fluid
" Fluid not in contact with metal parts
" Suitable for media without producing neither turbulent flows nor dead spaces.Liquids, water,

agressive media etc.
" High flow rate under the same conditions of internal diameter of different solenoid valves
" Valves are suitable for soft silicone tubings or others similar as to elasticity and hardness 150 Shore A )
" Tubing are not inculed in oursupply
" Compact and low weight valve enabling easy and quick installation
· Fhgh rehabihty, quality and performance
" Flow factor Kv of each valve is indicated, so that the flow Q can be calculated as a function of pressure
" Solenoid valves must be used with filtered fluids,
· Solenoid valve can be mounted in any position without affecting operation : vertical with coil upwards

preferred.
" If the soft tubings are different from the ones indicated, it's important that the tubing maximum wall

thickness is the same as shown in the table.
" In case the tubings is not placed in its seat the solenoid valve could operate incorrectly
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Normally Closed

Normally Open

ELECTRICAL CHARACTERISTICS
Continuous Duty :ED %1OO
Coil lnsdation Class :H (180°C)
Coil Impregnation :Polyester Fiber Glass
Coil Encapsulation Material :Fiber Glass Reinforced
Ambient Temperature :from -10°C : +60°C
Protection Degree ;|p 65 Ien 60529) with coil duly fitted with the plug connector
Electric Plug Connection :DIN 46340 3-poles connectors (DIN 43650)
Connector Speaficauon :lSO 4400 / EN 175301-803, Form A, Spade plug |Cab|e 0 6-8 mm )
Electrical Safety :IEC 335
Standard Voltages :For AC 12V, 24V, 48V, 110V, 230V but Minimum power 18 W

For DC 12V, 24V, 48V, 110 V but Minimum power 20 W
Other voltages on request:
Voltage Tolerances :For AC %-15; °6+10, For DC °6-5: %+10
Frequency '50 Hz, other frequencies on request: I6o Hz)
On request: connector with LED
Specify coil voltage with order
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MATERIALS IN CONTACT WITH FLUIDS
Body : Anodized Aluminum
Internal Parts : Stainless Steel
Pinch device : POM
Core Tube : Stainless Steel
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Dimensions (mm)

A B C D E F G
29.5 1O7 32 24 61 38 88

Valve Type / New Valve Type Tubings Tubings Max. Pinch Coil Power Weight

Order no / Order no Inside Diameter Outside Diamete, Wall Thickness Strength (W)

T-PIN / T-PIN.N S8510 / S8511 (mm) (mm) (mm) (kg) (DC) (kg)

T-PIN1O3 S851O.09O 6,5 9 1,5 1,3 20 0,31

T-PIN.N1O3 S8511.090 6,5 9 1,5 1,3 20 0,31

T-PIN100 S851O.080 5,5 8 1,5 1,15 20 0,31

T-PIN.N100 S8511.080 5,5 8 1,5 1,15 20 0,31

T-PIN1O2 S8510.O70 4,5 7 1,5 1 20 0,31

T-PIN.N102 S8511.070 4,5 7 1,5 1 20 0,31

T-PIN101 S851O.060 3,5 6 1,5 0,84 20 0,31

T-PIN.N1O1 S8511.06O 3,5 6 1,5 0,84 2O 0,31

Useful Informations
1 bar:14,5 PSl:10 ml-hO :10 N/cm2 :1 kg/cm2:1O00OO Pa, 1 PSl:69 mbar,1 m3/h:4,4O5 GPM:16,7 L/d 1 Gallon / minute:0,227 m3/h, 0°C:89,6 F, 1 kg:10 N
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W Merkez: Bostanci Yolu Caddesi Kuru Sk. NO:16 Y. Dudullu, 34776 ijmraniyel istanbulTel: +90 (216) 364 34 05 (pbx) Fax: +90 {216) 364 37 57 tork@sms-tork.com,tr www.sms-tork.com.

VVVLLLAAASSSTTTNNNOOOSSSTTTIII
--- Pro aplikace, kdy se kapalina nesmí dotýkat těla ventilu. (ovocné šťávy, víno,...)

--- Do kontaktu s médiem přichází pouze trubička.

--- Bez kontaktu média a kovových částí.

--- Ventil je vhodný pro silikonové trubičky nebo trubičky z materiálu s podobnou pružností a tvrdostí
(50 Shore A)

--- TTTrrruuubbbiiičkkkyyy nnneeejjjsssooouuu sssooouuučááássstttííí bbbaaallleeennnííí!!!

--- Kompaktní a odlehčený ventil umožňuje jednoduchou a rychlou instalaci

--- Vysoká spolehlivost, kvalita a výkon.

--- Součinitel průtoku Kv každého ventilu je poznamenána, aby bylo možné spočítat průtok Q jako 
funkci tlaku P

--- Elektromagnetické ventily musí být použity s filtrovanými médii

--- Elektromagnetické ventily mohou být namontovány v jakékoliv poloze
Tloušťka stěny trubičky nesmí být větší než uvedená v tabulce.
Pokud není trubička umístěná ve správné poloze, ventil nemusí správně pracovat.

HHHAAADDDIIICCCOOOVVVÉÉÉ EEELLLEEEKKKTTTRRROOOMMMAAAGGGNNNEEETTTIIICCCKKKÉÉÉ VVVEEENNNTTTIIILLLYYY
OOOBBBOOOUUUSSSMMMĚĚĚRRRNNNÉÉÉ   222///222

EEELLLEEEKKKTTTRRRIIICCCKKKÉÉÉ   PPPAAARRRAAAMMMEEETTTRRRYYY
Zatížení :ED %100
Třída izolace :H (180°C)
Impregnace cívky :Skelné vlákno
Materiál zapouzdření cívky :Zpevněné skelné vlákno
Okolní teplota :od -10°C do +60°C
Třída ochrany: :IP 65 (EN60529)s konektorem pevně upevněným na cívku
Elektrické připojení :DIN46340 3-pólpvé připojení(DIN43650)
Specifikace konektoru :ISO4400/EN175301-803, Form A, Zástrčka (kabel 6-8mm)
Elektrická bezpečnost :IEC335
Standardní napájení :AC 12V, 24V, 48V, 110V, 230V minimální příkon 18W

:DC 12V, 24V, 48V, 110V minimální příkon 20W
Další napájení na vyžádání;
Tolerance napětí :AC %-15; %+10;

:DC %-5; %+10;
Frekvence :50Hz (na vyžádání 60Hz)
Na vyžádání; konektor s LED
Uveďte napětí cívky při objednání!

MMMAAATTTEEERRRIIIÁÁÁLLLYYY   VVV   KKKOOONNNTTTAAAKKKTTTUUU   SSS   TTTEEEKKKUUUTTTIIINNNOOOUUU
Tělo :Eloxovaný hliník
Vnitřní součásti :Nerezová ocel
Svírací zařízení :Polymer
Vnitřní trubička :Nerezová ocel

T-PIN

Rozměry (mm)

TYP VENTILU
INTERNÍ

KÓD VNITŘNÍ VNĚJŠÍ

PPPRRRŮMĚR TRUBIČKY MAX. TL.
STĚNY

SSSÍÍÍLLLAAA
SSSTTTIIISSSKKKUUU

PPPŘÍKON CÍVKY
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HMOTNOST

UŽITEČNÉ INFORMACE:

www.bola.cz

bez proudu otevřeno

bez proudu uzavřeno

NOVINKA
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